Tasmy LED GERLED® Professional > 24V > IP65

Tasma GERLED® Professional
IP65 SMD 3528 24V KOLOR

GERLED® Professional LED-Streifen

GERLED® Professional striscia LED
IP65 SMD 3528 24V FARBE

IP65 SMD 3528 24V COLORE

'i/‘> GERLED® Professional LED strip
\@ \ IP65 SMD 3528 24V COLOR

%

Podwdjna warstwa
PCB

Double PCB laminate
PCB a doppio laminate
Doppelte PCB-Schicht

min.

50 000 h

Grado di protezione (IP)

Stopien ochrony
IP65

Protetion class 3

IP-Klasee 3

180°

3 lata

3 lata gwarancji

years warranty

3 anni di garanzia

Jahre Garantie

-25°C+60°C

CRI =85

Wspétczynnik
oddawania barw

Color rendering index
Indice di resa cromatica (Ra)
Farbwiedergabeindex

-40°C+80°C

C€

Zgodnosc z CE
CE Compliance

Conformita CE
CE-Zertifikat

WoHs

9 Zywotnosé Kat Swiecenia Temperatura pracy Temperatura Zgodnosc z RoHS
@, magazynowania
. . . RoHS Compliance
D Life span Viewing angle Operational temperature Storage temperature Conformita RoHs
Vitalita Anglo luminoso Temperatura d'esercizio Temperatura di stoccaggio RoHS-Zertifikat
Lebensdauer Beleuchtungswinkel Arbeitstemperatur Lagertemperatur
KOD PRODUKTU BARWA TEMPERATURA BARWOWA ILOSC DIOD POBOR MOCY STRUMIEN SWIETLNY
PRODUCT CODE LIGHT COLOR COLOR TEMPERATURE LED QUANTITY POWER CONSUMPTION LUMINOUS FLUX
CODICE PRODOTTO COLORE TEMPERATURA DI COLORE NUMERO DIODI POTENZA FASCIO LUMINOSO
PRODUKTCODE FARBE FARBTEMPERATUR ANZAHL DER LEDS NENNLEISTUNG LICHSTROM
CZERWONY
05TS24GZ03035CZ0XX el 632 nm 60 LED/m 4,8 W/m 65 Im/m
ROT
NIEBIESKI
05TS24GZ03035NI0XX SLuf 455 nm 60 LED/m 4,8W/m 71 1m/m
BLAU
ZIELONY
05TS24GZ03035Z10XX RN 513 nm 60 LED/m 4,8 W/m 134 Im/m
GRUN
ZOLTY
05TS24GZ03035ZYOXX VGEI:LL%V 594 nm 60 LED/m 4,8W/m 79 Im/m
GELB
FIOLETOWY
05TS24GZ03035FI0XX FoRmLE 446-656 nm 60 LED/m 4,8 W/m 72 Im/m
VIOLET
onnQ K 0 Bl Qe X 0000 0
sekgja ciecia co 100 mm (6 diod)
cut section every 100 mm (6 diodes)
sezione di taglio ogni 100 mm (6 diodi)
Schnittabschnitt alle 100 mm (6 LEDs)
3mm
wysokosc I I
height
altezza
Hohe

8 mm
szeroko$c¢ / width / larghezza / Breite
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